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Abstract: In this review paper, we summarize the latest advances in the field of capacitive sensors
fabricated by printing techniques. We first explain the main technologies used in printed electronics,
pointing out their features and uses, and discuss their advantages and drawbacks. Then, we review
the main types of capacitive sensors manufactured with different materials and techniques from
physical to chemical detection, detailing the main substrates and additives utilized, as well as the
measured ranges. The paper concludes with a short notice on status and perspectives in the field.
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1. Introduction
A sensor can be defined as a device which reacts with a signal when it receives a stimulus from its
surroundings. The generated signal in response to the stimulus is usually converted into an electrical
one [1,2]. The importance of sensors in our society is crucial, from the correct functioning of complex
electronic systems to the extraction of valuable information of our environment, thus contributing to
our wellness [3].
We can find many different classifications for sensors. The most common ones are summarized [4]
in Table 1.




Modulator/Passive An external source of power is needed to provide the majorityof the output power of the signal
Generator/Active
The output power is virtually provided by the measured
signal (no excitation voltage is required). They produce an
output signal in the form of some variation in resistance,
capacitance or any other electrical parameter, which then has
to be converted to an equivalent current or voltage signal
Output signal
Analog Analog sensors produce a continuous signal in relation withthe measurand signal
Digital Digital sensors provide a binary signal
Nature of the
information
Chemical A chemical sensor transforms chemical information into ananalytically useful signal, such as gas and ion concentration
Physical A physical sensor gives information about a physical propertyof the system, such as temperature, density or speed
Biological A biosensor (biological sensor) combines a biologicalcomponent with a physicochemical detector
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Mechanical Stress sensing, Mass sensing
Optical Fluorescence, Chemilumiscence, Bioluminescence, SurfacePlasmon, Scattering, Evanescent Waves Interferometry
Electrical Conductometric, Capacitive
Piezoelectric Quarzt Crystal Microbalance, Surface Acoustic Wave
Electrochemical Potentiometric, Amperiometric, Ion Sensitive Field EffectTransistor (FET) Chemical FET
Thermal Calorimetric
* Method: Type of transduction mechanism.
In this paper, we focus our attention on capacitive sensors. A capacitor is a device capable of storing
energy when polarized by an electric field generated by voltage applied across its terminals [5]. The simplest
capacitive structure consists of a dielectric material among parallel plates (PP). The capacitance indicates
the ability of these two PPs to hold such charge.
Capacitive sensors associate the change in the capacitance between two or more conductors in
a dielectric environment to the variation in the parameter of interest [6]. In general, when a capacitive
sensor is employed, the sensing surface of the probe is often the electrified plate and the target is the
other plate. The sensor front-end constantly varies the voltage on the sensing surface. This voltage
is known as the excitation voltage. The necessary current to modify this voltage is obtained by the
circuit and determines the capacitance between the probe and the target. Alternatively, a fixed current
is applied into the capacitor and the originated voltage is measured [7].
Capacitive sensors have been widely utilized for many years in many different applications. Some
examples are detailed below [6]:
• Measurement: pressure (changes in pressure can be directly detected as a dielectric constant
change or loss-tangent change), flow (capacitive flowmeters can measure the displacement directly
or convert pressure into displacement through a diaphragm), chemical concentration (capacitive
chemical sensors can detect the analyte content directly as a dielectric constant change).
• Proximity sensing: personnel detection (safety opening when a person is too far or too close),
vehicle detection.
• Communication: Radiofrequency propagation in the near field can be measured by a receiver
with a capacitive antenna.
One possible classification of capacitive sensors can be made according to the sensitive variable,
that is, which part of a specific capacitive structure is responsible for its behaviour as a sensor. In this
regard, we can distinguish two categories [8]:
• Electrical properties of the constitutive materials. The most common one is a dependence of the
electrical permittivity of the dielectric with the variable of interest.
• Displacement of the electrodes. A physical displacement in any of the electrode axes produced by
the sensing variable.
The simplest capacitive structure is the PP capacitor that consists of two electrodes separated
by a dielectric material. Figure 1 illustrates the different capacitive sensors that can be found with
a PP capacitor.
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Figure 1. Variables in capacitive sensors: (a) Distance (x) between plates; (b) Capacitor area (electrode
moving in x direction); (c) Dielectric properties.
Capacitive sensors are normally preferred because of their lower power consumption and faster
response with respect to resistive sensors [9,10]. With respect to the integration of capacitive sensors in
electronic circuits, there are many different circuits’ configurations to measure capacitance. Among
the alternatives, one of the most used is the charge transfer [11] and the current sense amplifier [12].
Another one is based on an alternating current bridge [13]. In general, most of these circuits require
a reference capacitor to determine the sensing capacitance.
In this review, we are going to explore the advances in capacitive sensors developed with a bunch of
technologies known as printed electronics (PE). These techniques employ common printing equipment
suitable for the definition of patterns on materials to create electronics on different substrates [14].
The paper is structured as follows. In Section 2, we describe the main printing techniques utilized
for electronics. Then, we detail the latest advances in physical capacitive sensors in Section 3 and we
illustrate the progress in printed chemical capacitive sensors in Section 4. Finally, the main conclusions
and future perspectives in the field of printed capacitive sensors are outlined in Section 5.
2. Fabrication Technologies: Printed Electronics
Among the emerging technologies for the manufacturing of sensors, PE has aroused much
attraction because of the extra features it can offer with respect to conventional fabrication processes.
Some of these characteristics are the possibility of developing electronics in virtually any surface,
including rigid and non-rigid substrates; the production at large-scale, resulting in cost-effective devices
where the inclusion of new manufacturing steps or/and materials is almost direct; the likelihood
of employing novel materials with outstanding attributes, such as stretchability, biodegradability,
and biocompatibility [15,16]. In this section, we summarize the main fabrication technologies in PE,
highlighting their main features. To do that, we use a standard classification based on the contact
between the deposited material and the substrate while manufacturing.
2.1. Non-Contact Technologies
This group of non-contact solutions includes those where only the deposited material is in direct
contact with the substrate. The non-contact technologies have the advantage with respect to the contact
ones that the substrate is only in contact with the deposited materials. This feature decreases the likelihood
of contamination and of substrate deterioration. Furthermore, the alignment of layers is more accurate,
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which is particularly important in multilayered devices and system integration. Another advantage of
this bunch of techniques is the fact that no physical mask is required to define the desired layout but only
a digital file. This characteristic not only reduces the switching process without any additional cost but
also facilitates the redesign in terms of time and costs [17]. Nevertheless, the non-contact technologies
have also some disadvantages like the throughput when fabricating at large-scale [18].
All kind of substrates, from metals and glass to rubbers and polymers, can be utilized, including
those which can only be processed with low temperatures and suffer from risk to be deformed or damage
when they are exposed to thermal stresses and high temperatures [16]. In this section, we outline the
main non-contact printing technologies.
2.1.1. Inkjet Printing
Inkjetprintinghasattracteda lotofattention inthedevelopmentofnewflexibleelectronicapplications [19].
In inkjet printing, the desired layout is stored in digital format which is directly transferred to the substrate
by the material droplets generated in the printer nozzles without the use of masks and the need of contact
between printer and substrate.
The droplets can be fluid or powder, proteins or minerals [20,21], conductive polymers [22,23],
or nanoparticles [24,25] among a wide range of materials, which cannot be employed with traditional
fabrication technologies such as bioactive fluids that cannot be exposed to either photolithography or
etching chemicals [22]. The patterns are defined on the substrate by the ejection of the ink through the
print-head without touching the substrate. The deposition from the print-head to the substrate is only
influenced by the gravity force and air resistance.
In the case of fluids, drying of the printed layer before its use is required. During the drying process,
the solvents are evaporated by chemical changes or crystallized. Furthermore, a post-treatment is normally
needed to make the deposited layer fully operative, such as thermal annealing or photonic sintering, [24,26]
but without any particular processing conditions.
Inkjet printing can be applied to almost any substrate, from rigid to flexible ones, and from
smooth to rough surfaces [19,27]. Some common employed substrates are glass [28], plastic [27,29],
paper [30,31], and textile [32,33] among others.
It is also a fabrication technique which implies low consumption of raw materials [27] and
environment-friendly production with low levels of waste that is harmful to the environment [19,34].
Many different applications have been developed by inkjet printing in recent years, such as in the
production of transducers [22,35], transistors [17,36], structural polymers and ceramics [20], biomimetic
and biomedical materials [21], printed scaffolds for the growth of living tissues [20], as well as for
building 3D electric circuits [37], microelectromechanical systems (MEMS) [38,39], and sensors [23,40].
The inks utilized for inkjet printing have to fulfil some physical specifications related to superficial
tension and viscosity level [27], and the ratio of humectant [41]. Also, it is crucial to select a suitable size
of the particles of the ink to avoid the clogging of the nozzles. The drawbacks of this technique with
compared to others is the low speed of the process, the thickness around nanometer range with one
printed layer and the blocking of nozzles while printing because of clogging or drying of solvents. These
disadvantages currently limit the use of inkjet printing at large scale. However, it is a perfect candidate
to develop prototypes with high resolution and cost-effective manufacturing.
2.1.2. Slot-Die
In the slot-die process, a thin film of solution, typically in the range of 5 to 30 µm, is applied
homogenously through a slot die to the substrate surface. This technology offers high yield of manufacturing
and high uniformity of the obtained films. It is commonly used in commercial roll-to-roll fabrication.
One limitation of slot-die is the conductivity of the defined films because of the remaining surfactant
molecules after deposition [42]. The other main limitation is the difficulty to define patterns, which reduces
their use in complex structures and applications.
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2.1.3. Spray Deposition
Spray deposition is inherently a coating technique, which can easily be adapted to define patterns
by using a shadow mask [43]. Spray deposition consists of the definition of a material, normally, in liquid
form through a gas stream. The bulk material is divided into droplets, which is commonly known as
an atomization process, to be subsequently carried to the substrate in a mixture of gas and a stream
of droplets. There are two ways to achieve atomization by mixing with an air stream (air-assisted
atomization) or by kinetic energy (ultrasonic atomization) [44]. In the case of air-assisted nozzles, a high
velocity gas stream is required to generate atomization. The material can be fed into the nozzle under
pressure or gravity. At the opening, the material to be deposited is mixed with the gas stream, forcing
atomization. Whereas, in the case of ultrasonic-assisted nozzles, a piezoelectric transducer vibrating
at ultrasonic frequencies is employed. When this vibrating element is put in contact with the material
to be deposited, it becomes unstable, producing the droplets. Normally, the droplets are mixed with
a carrier gas to be transported from the nozzle to the surface. In both types of atomization, the droplet
size depends on many factors, such as nozzle dimensions, gas stream speed (in air-assisted atomization),
or applied frequency (in ultrasonic-assisted atomization).
There are many examples in the literature where spray deposition is used for a large variety
of materials, from thin-film transistors [45], organic photodiodes [46,47], organic photovoltaics [48],
as well as chemical and biosensors [49,50] among others.
2.1.4. Laser Direct Writing
The techniques based on laser direct-writing make possible the fabrication of 1D to 3D structures
by laser induction of materials without any physical contact between the tool and the substrate material.
The laser pulses, power and width, are controlled to obtain the expected composition structures and
3D properties across length-scales within the nanometers to millimeters spam [51]. We can differentiate
between three types of laser direct writing techniques:
• Laser direct-writing addition technique, where the material can be deposited by transfer, with
a laser beam, from an optically transparent support (e.g., laser-induced forward transfer [52]) or
from gaseous, liquid and solid precursors (e.g., laser chemical vapor deposition [53]) onto the
substrate. The equipment required for such technologies is sophisticated and of high cost; it is
only possible to define materials on flat substrates parallel to the support materials and it does not
allow printing on organic substrates.
• Laser direct-writing subtraction method, where the material is photo-removed (e.g., laser scribing [54],
photochemical, photothermal, or photophysical ablation [55,56], cutting, drilling, or etching [57]).
These techniques offer high-resolution manufacturing as well as the deposition of biomaterials.
• Laser direct-writing modification process, where the material is modified by a chemical solution or
high local temperatures (e.g., laser-enhanced electroless plating) [51]. In particular, the substrate is
submerged in a chemical solution with metallic ions needed for the deposition. Then, a laser beam
rinses locally the temperature, decomposing the solution and, therefore, depositing a metallic
layer on the surface. Its main limitation is the incapability to create 3D patterns.
2.1.5. Aerosol Jet
Aerosol jet printing refers to the material deposition technique [58,59] developed by Optomec [60].
In this case, the solutions based on nanoparticles suspensions of different nature (from metals to
polymers, adhesives or biomaterials) are placed into an atomizer where it aerosolizes in liquid particles
of 20 nm to 5 µm diameter, depending on the solution viscosity. The transportation into the deposition
head is carried out by a nitrogen flow, and then the aerosol focused by jet stream is deposited on
the substrate. It is a low-temperature process, which facilitates the use of a wide range of materials
and substrates. Thanks to the possibility of controlling the position of the z-axis of the printing head,
3D printed electronics can be developed with aerosol jet printing. It can be also scalable to mass
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production and complex designs (e.g., displays, thin film transistors, and solar cells) [60]. Its main
drawbacks are the cloud of powder that is formed in the surroundings of the printing area, as well as
the local solidification phase at the trace pattern provoked by the sheath gas, which reduces the bonding
layer quality.
2.2. Contact Technologies
Contrary to the non-contact techniques, this group refers to those methods where a part of the
printing equipment is also in contact with the substrate. This bunch of techniques implies high material
volume wastes and they normally achieve poorer resolutions; however, they are the most predominant
ones because of their high-speed production. In the following sections, the main contact printing
technologies are described [16].
2.2.1. Screen Printing
Screen printing can be applied in a roll-to-roll or a planar system. The planar process consists of
using a screen mesh in direct contact with the substrate, a blade, which is in charge of distributing
the paste and filling the mesh. The paste goes through the standard image defined in the mesh to
the substrates by a squeegee, defining the final pattern. Many different substrates can be employed,
such as epidermis [61], paper [62], glass [63], polymers [64], ceramic [65], and textiles [66]. Contrary
to this, in the roll-to-roll screen printing technology, the squeegee is substituted by a roller and the
blade and the paste go inside the roller. In this case, the fabrication is continuous, increasing the speed
production [67]; however, these systems are more expensive and difficult to clean.
Screen printing is commonly used for PE [68,69]. Their main limitations are the waste of materials
(screen, pastes, and cleaning solutions) and their poorer resolutions with respect to other printing
technologies. However, it is quite easy to produce thick patterns in shorter times, which is particularly
interesting in some applications [70].
2.2.2. Flexography
Flexography is a roll-to-roll direct printing technique by ink transfer. It consists of a ceramic
anilox roller with microcavities on its surfaces for the collection of the ink. The ink is supplied to
the anilox roller by a closed chamber and it is then transferred to the printing plate cylinder, which
continuously rotates in contact with the surface substrate [67]. The excess of ink is removed by a doctor
blade, avoiding the output from the ink supply chamber.
Despite the high-speed and low-pressure process, there are limitations on image size and resolution
because there are patterns with excess of ink due to the compression between the substrate and the
printing plate roller (Halo effect) [67]. There are many examples in the literature where flexography
technology is employed for piezoelectric pressure sensors [71], drug delivery patches, printed batteries,
and smart radiofrequency identification tags [72,73].
2.2.3. Gravure
Gravure is the reverse process of flexography, where the printed image is the negative. The ink
arrives to the gravure plate where the pattern image is defined by the ink supplier container or by
an additional roller. The transfer of the ink to the substrate happens through capillary from the small
holes in the gravure cylinder. The excess of ink is removed by a flexible metal blade.
Gravure printing produces high quality patterns with high speed of fabrication (up to 0.1 m/s [74]).
It is suitable for low viscosity inks. The final print quality depends on both the process parameters
(i.e., cell spacing, feature dimensions on gravure cylinder, shear force in the printing mechanism) and
the ink properties (i.e., its rheological behavior (viscosity), solvent evaporation rate, and curing) [75].
There are two main limitations of this technique:
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• When printing straight lines, a jagged line is observed [67] because the printing image is built from
separate cells. This is a handicap for high resolution patterns (less than 20 µm size is required for
electronic structures [74])
• When printing consecutive layers (i.e., for conductive films to reduce sheet resistance), a proper
alignment is required
• Also, when gravure is performed in roll-to-roll, it also has the extra inconvenience of frequent
replacements of the gravure cylinders, implying higher maintenance cost
Gravure technology is utilized for some electronic products such as high-volume radio-frequency
identification devices [76], thin-film-transistors [75], solar cells [77], and sensors [78].
2.2.4. Soft Lithography
Soft lithography technology refers to several printing techniques, such as microcontact printing,
replica molding, micro transference molding, micromolding in capillaries, and solvent assisted
micromolding [79–81]. It provides high-quality micro and nanostructure systems [82].
This group of technologies utilizes an elastomeric stamp (normally of poly(dimethylsiloxane)
(PDMS)) or mold with patterned structures on its surface to transfer the patterns within the range from
30 nm to 100 µm [81].
To prepare the stamps a master is normally prepared using e-beam or photolithography, from which
several stamps can be molded. The material to be deposited is put on the stamp and transferred onto
the substrate. However, its throughput is lower than roll-to-roll techniques [83] and the manufacturing
involves several steps, including photolithographic technology [17,84]. There is also the limitation on
the proper adjustment of the surface energies of inks and substrates to achieve an efficient transfer to
the substrate, leading normally to a swelling of transferring materials, which increases the features size.
2.3. Printing Techniques for the Definition of Capacitive Structures
Although the conventional structure for capacitors is the PP and they are also developed with
printed technologies, a very popular solution for printed sensors is planar capacitance where both
electrodes are located in the same plane [85]. This kind of planar capacitance allows for contacting
the device from only one side, leaving the other plane exposed to the ambient environment. Those
sensors where a deformation of the dielectric is required, such as force sensors based on silicone [86,87],
are normally used as PP. However in the case of sensors where the sensing mechanism is changes
in the electrical permittivity, the utilization of planar electrodes is preferable due to its ease of
fabrication [88,89].
With respect to the technology, when thin electrodes are needed, inkjet printing is preferable
because the average thickness is hundreds of nanometers. Also, it is possible with this technique to
obtain a high spatial resolution, typically around 20–50 µm. However, some materials commonly used
materials for capacitive sensors, such as PDMS, are not compatible with this technique because of
their high viscosity. Actually, an alternative is to combine different techniques to optimize the sensor
performance [90,91].
3. Physical Capacitive Sensors
As commented in the introduction, these are physical sensors that quantify variations in physical
properties of the devices under test (DUT), including axial and shear forces, acceleration, temperature,
density, stiffness, thickness, bending stiffness, elastic modulus, presence of irregularities (cracks, voids,
and edges), defects, among others [92]. In this section, we give an overview of the main physical
capacitive sensors manufactured by PE in the last years.
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3.1. Force and Pressure Sensors
Capacitive sensors have been widely employed to detect normal and shear forces as well as
strain [93–95] because they can be manufactured with small dimensions, giving high spatial resolution.
In fact, an array of different capacitive sensors can be used to detect and discriminate among forces in
all directions [96]. Several groups have deployed tactile sensor arrays [97,98].
A common material employed for the development of force sensors is PDMS. El-Mola et al. designed
a simple PP capacitor with PDMS as dielectric and studied the influence of its thickness in the capacitive
force sensor response [86] (see Figure 2). The PDMS films were placed on a polyimide foil with copper layer,
acting as bottom electrode, and the top electrode was inkjet printed on the other side of the spin-coated PDMS
film. The sensor with a 45-µm PDMS thick exhibited a sensitivity of about 3 pF/N which corresponded to
a 45% change in capacitance. However, when the PDMS thickness was increased, the sensor sensitivity to
applied normal force was significantly decreased. Although thinner PDMS films provided higher sensitivities,
their dynamic response suffered, requiring more time to recover their initial capacitance. These authors
showed that the best compromise between sensitivity and dynamic response was achieved with a PDMS
film of 100µm thickness. For such film, the sensor presented a nonlinear sensitivity of about 1.1 pF/N and
a recovery time below 15 s without a noticeable hysteresis. Moreover, they integrated such a sensor with
a microcontroller on a polyethylene terephthalate (PET) substrate, defining the interconnects with inkjet
printing of silver nanoparticles, demonstrating the suitability of this technology for artificial skin applications.
Using similar materials and techniques, Albrecth et al. described a capacitive sensor capable of detecting
two-axial forces (see Figure 3). In particular, they defined structured photonic sintered silver electrodes on
PET foil by inkjet printing with lines of 60µm width and 500 nm thick. To build the sensor, two PET sheets
printed with this structured electrode were glued with with a PDMS spacer in between. As the objective was
to detect normal and shear forces in the same area, a 2 × 2 arrangement of four sensors was set to detect
simultaneously normal and shear forces (three-axial). Although the experimental capacitances were lower
than the theoretical predictions, a linear relationship in the 0.1 to 8 N force range was found with a sensitivity
of 5.2 fF/N for normal forces and of 13.1 fF/N for shear forces. These values correspond to only one quarter
of the sensor (about 80 mm2). When the array of sensors was characterized, displaying each of the array
element in a different orientation, the shear force sensitivity to normal forces is quadrupled while the one
to shear forces is doubled. The performances were comparable to previous sensors in the literature with
the peculiarity that only additive deposition techniques with cost-effective materials were employed in this
work [99].
Figure 2. Dynamic response of the force sensor with 100µm polydimethylsiloxane (PDMS) thick
from [86]. Insets: Upside—Picture of the fabricated sensor. Downside—Hybrid integrated system with
inkjet-printed silver layers and PDMS force sensor.
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Figure 3. (a) Design of printed shear force sensor from [99]; (b) Image of the inkjet silver electrodes; (c)
Capacitance response (red) to a normal force (blue) over time. (b) The solid red line corresponds to the
capacitance change due to a force in – direction and the dashed line to the + direction.
Another example of a printed capacitive pressure sensor on a flexible substrate was described
by Joo et al. [100]. They defined the electrodes with inkjet printed silver and spin coated on top
a poly(methyl methacrylate) (PMMA) solution as dielectric layer. The top electrode was laminated
on top of the dielectric layer with a silver nanowire (AgNW) embedded multiscale-structured
PDMS. The sensor presented a non-linear sensitivity with 3.8 kPa−1 from 45–500 Pa, 0.8 kPa−1 from
500 Pa–2.5 kPa and 0.35 kPa−1 from 2.5–4.5 kPa, being capable of detecting very small pressure values
(about 15 Pa). The time response and recovery are below 150 ms. They also demonstrated the scalability
of the manufacturing process as well as the possibility of detecting the spatial distribution of the
applied pressure with an array of such sensors. One year later, the same research group proposed
another flexible pressure sensor with a tunable sensitivity [101]. In this case, they sprayed AgNWs
on a buckled mold of PDMS with three different formation ratios of the PDMS crosslinker to form
a nanocomposite. Again, the bottom electrode was defined by inkjet printing of silver nanoparticles
on a poly(ethylene2, 6-naphtharate) (PEN) substrate. They confirmed that the shape dependence of
the buckled structure on the PDMS mixing ratio, giving the greatest relative change for the nanowire
composite with a 10:1 mixing ratio. Thanks to the mechanical differences in the PDMS matrix because
of the mixing ratio and the shape of the crest area of the buckled structure, the pressure sensitivity can
be easily tuned. Furthermore, the described pressure sensor can also detect the bending strain with
a very stable response over repeated bending cycles.
Woo et al. presented skin-like sensors manufactured by a combination of soft-lithographic replication
and contact printing based micro-patterning of a conductive elastomeric ink carbon nanotube (CNT)-doped
PDMS. The array of capacitive sensors showed mechanical robustness against stretching, bending, twisting,
and folding deformations without inducing any mechanical alteration in the sensor structure (such as cracks
or exfoliation). The electrical responses of the array were highly linear and with very low hysteresis. Moreover,
the individual responses of each capacitive cell of the array showed a relatively small deviation in both initial
and deformed states, feature desirable for detecting spatial tactile information. They also demonstrated
the practical application of their devices to artificial skins, detecting different types of human motions and
spatial pressure distributions generated by different protrusion patterns [102]. Another example, where
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a carbon-based silicone composite was used as dielectric for a capacitive force sensor, was presented by Guo
et al. [103]. They fabricated a capacitive pressure sensor based on a dielectric made of carbon black and
silicone rubber. An organo-silicone conductive silver adhesive was used for the electrodes and the fabrication
technique was screen-printing. The sensors exhibited a sensitivity of about 0.025%/KPa, a hysteresis error
below 6%, and a dynamic response time of ~90 ms in the pressure range from 0 to 700 kPa. They also studied
and modeled the influence of temperature in the sensor response, providing a calibration with thermal
compensation. They demonstrated the applicability of the designed device to plantar pressure measurements
as well as a soft-grasping manipulator, resulting in a promising candidate for wearable artificial skin.
Other common capacitive pressure sensors are capacitive acoustic transducers. An example of
a printed one was described by Haque et al. [104]. They combined 3D printing and 2D inkjet printing
to produce the devices. The printing of conductive layers on 3D printed substrates was optimized
to get a proper conductivity without damaging the 3D structures. The membrane was fabricated on
a pre-tensed film using thin organic films. The capacitive transducers exhibited selective sensitivity at
their resonance frequency.
3.2. Accelerometers
Another type of physical sensors are accelerometers, which are able to measure the acceleration of
objects in motion along reference axes. They are widely used in automotive applications, from the
activation of safety systems to the electronic suspension and stability of the vehicle. Accelerometers
are also extensively used in biomedical applications for activity monitoring [105,106].
In the case of printed capacitive sensors for acceleration, Ando et al. developed an inkjet printed
accelerometer in the low frequency domain typical of inertial stimuli coming from human causes and
seismic phenomena. Such accelerometer consisted of a PET membrane 200 µm thick clamped by four
spring-legs to a fixed support. Four inkjet printed strain gauges made of silver were manufactured
connected in series to readout the acceleration. A proof mass was placed in the center of the sensor
area to increase the sensitivity and, at the same time, limit the device bandwidth [107]. The sensor
response was 22 mV/g at 20 Hz and 42 mV/g at 45 Hz. Despite the interesting characteristics of this
prototype, they redesigned the layout to enhance the performance of the accelerometer whose response
was penalized by the rigid architecture sustaining the suspended plate [108]. This new accelerometer
works up to 20 Hz with a flat response, which is the typical range in the field of seismic and human
activity monitoring, thanks to the realization of both the membrane and the supporting springs by the
flexible PET substrate. The sensor sensitivity and resolution at different frequencies were 9.4 mV/g and
0.126 g, respectively, at 10 Hz, and 41.0 mV/g and 0.003 g, respectively, at 35 Hz.
A common structure employed in the development of accelerometers are cantilever beams [109].
Such structure consists of a suspended element, which is not trivial to obtain with printing technologies.
A fabrication method to facilitate the realization of printed cantilevers of flexible substrates wase
described by Rivadeneyra et al. [110]. In this case, instead of using a sacrificial layer, they followed
a process similar to wafer bonding in semiconductor device technology, utilizing a flipped sacrificial
substrate. This sacrificial substrate was placed on top of the suspended structure instead of inserting
this layer in the middle of it, as with conventional sacrificial layers. In particular, they succeeded
in the manufacturing of a silver cantilever beam using PMMA as sacrificial substrate, which was
removed at the end of the manufacturing process by an acetone bath. The cantilever deflections at
different values of acceleration and frequency oscillation were investigated to prove the reliability of
the proposed fabrication method. Also, the change in capacitance while the cantilever was shaking
was also measured at some values of acceleration, showing their potential for the development of
printed capacitive accelerometers on flexible substrates. An improvement in this fabrication process
was described in [111]. In this case, poly(vinyl alcohol) (PVA) was employed as sacrificial substrate,
who can be dissolved in water and it does not react with the silver layer contrary to the acetone bath
required for PMMA. This second approach increased the yield rate and the fabricated cantilevers were
flatter than the previous ones. Their responses in terms of displacement and capacitance at different
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accelerations and frequencies were also presented, showing similar behavior to the previous one.
It was also demonstrated that the thickness of the cantilever pillar can be controlled by the number of
printed layers.
3.3. Strain Sensors
The last type of physical capacitive sensors fabricated by printing techniques described in this
document are strain sensors, which are conventionally designed as resistive sensors but there are
also examples of capacitive ones. An example of a printed capacitive device for strain detection was
reported by Cholleti et al. [112]. In particular, they defined an interdigitated electrode made of a carbon
black rubber sandwiched between a barium titanate (BTO) elastomer composite stretchable substrate.
The first finding was the increase in the nominal capacitance by adding 200 nm of BTO to the elastomer,
facilitating the detection of the sensor capacitance. The addition of 40 wt% BTO resulted in a 44%
change in capacitance when stretched 100% with high repeatability over 100 cycles.
Vazquez-Quintero et al. described an inkjet printed sensor fabricated on cylindrical PET fibers
used in industrial textiles [33]. The capacitance change showed a maximum value of 0.7% at 1%
of strain. The functionalized fibers were woven with metallic ones, which resulted interesting for
automotive industry and predictive maintenance of industrial textile.
Yae et al. developed a highly stretchable multifunctional capacitive sensor capable of detecting
strain (up to 50%), pressure (up to ~1.2 MPa) and finger touch with a high sensitivity and a fast
response [113]. Such a sensor was fabricated by screen printing silver nanowire electrodes on Ecoflex
substrate, acting as dielectric. They tested the sensors for several wearable applications such as thumb
movement monitoring, strain sensing of the knee joint in patellar reflex among other human motions.
The sensor exhibited a quite linear response to large tensile strain up to 50% with a gauge factor of ~0.7
and a bilinear response to pressure with capacitance values of few pF.
In the work of Žlebič et al. [102], they compared resistive and capacitive strain gauge sensors
fabricated by inkjet printing based on silver nanoparticles electrodes on polyimide substrate.
4. Chemical Capacitive Sensors
Chemical sensors cover a wide range of devices that can potentially monitor electrolytes [114,115],
metabolites [116,117], heavy metals [118,119], and gases [120,121]. In this section, we summarize the
main contributions in the field of printed chemical capacitive sensors.
4.1. Relative Humidity Detectors
In the case of chemical capacitive sensors, relative humidity (RH) is the most common one in
the literature. Gaspar et al. described an inkjet printed sensor made defining silver interdigitated
electrodes on a paper substrate. In fact, the sensitive layer is directly the substrate. The sensor exhibited
a sensitivity of about 2 pF/%RH with a relative fast response and without showing significant thermal
drift in the range from about 5–85 ◦C [122]. Using the same approach of having a sensitive substrate
as sensing layer, Rivadeneyra et al. presented a comparison among different planar layouts of silver
electrodes inkjet printed on a polyimide foil [85]. In particular, the four tested electrodes were the
following: interdigitated electrodes, meandered electrodes, spiral electrodes, and serpentine electrodes.
They proved the feasibility of developing capacitive RH sensors, highlighting the advantages and
drawbacks of each geometry. For example, the highest sensitivity to RH was found for serpentine
electrodes, followed by spiral ones, interdigitated electrodes (see Figure 4). The lowest sensitivity
was obtained for meandered ones. In terms of thermal drift, spiral electrodes exhibited higher values
than the other three geometries, whose sensitivity to temperatures was around ±0.5 fF mm−2/◦C.
This difference in the spiral electrodes was associated to the anisotropic temperature behavior of the
employed polyimide, which was put in evidence only for those electrodes because the other electrode
geometries were symmetric. The main conclusion of this work was the fact that no layout is better
than the others; it is dependent on the final application. For instance, when the limiting factor is
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the RH sensitivity, spiral and serpentine electrodes should be selected. However, because of their
more complex geometry, while printing, their yield rate is lower than the other two analyzed layouts.
The best compromise between sensitivity to RH and yield rate is found for interdigitated electrodes
while meandered ones facilitate their inclusion in more complex designs (such as the ones described
here [91]).
Figure 4. Layout of the designed and characterized electrodes in [85]: (a) interdigitated electrodes (IDE)
sensor; (b) Meandered capacitor; (c) Spiral electrodes and (d) Serpentine electrode (SRE) capacitor.
(e) Normalized sensitivity to RH as a function of frequency for each electrode configuration.
A different technique for the fabrication of capacitive sensors for RH detection was followed by
Christos et al. [123]. They used a combination of a laser engraving system to define interdigitated
electrodes on PET substrate and spin coating for the deposition of the sensitive layer. In particular,
the electrodes were done with gold while the sensitive material was Nafion. The non-linear sensitivity of
the reported sensors in the range from 15%–95%RH was 12.27 fF/%RH and 40.86 fF/%RH, for RH < 65%
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and RH > 65% respectively. Another sensitive layer used for the development of capacitive RH sensors
is a graphene (G)/methyl-red (M-R) composite [124]. In this sensor, silver interdigitated electrodes were
inkjet printed on PET and the sensitive composite was deposited over then by electrohydrodynamics.
The fabricated sensors presented a variation in capacitance from 2.3 pF to 66 nF in the range from
5%–95% RH with a fast response.
The work of Romero et al. described a comparison of interdigitated electrodes on flexible substrates
fabricated with two different techniques and three different sensitive layers to RH [125]. Two of the
capacitive sensors were fabricated by laser writing (laser scribing of reduced graphene oxide and
laser induced graphene), while the other one was defined by inkjet printing of silver nanoparticles.
This work highlighted the advantages and disadvantages of each technique for the manufacturing of
RH sensors. For example, the laser induced graphene sensors showed a more linear response and the
lowest thermal drift, whereas the inkjetted one exhibited lower losses and higher sensitivity to RH.
There are also examples of RH sensors fabricated by screen printing. For instance, a novel
geometry based on interdigitated electrodes but defined out-of-plane in z-axis was described in [126].
What they did was to place each electrode at different heights. To further increase the sensitive surface,
the bottom electrode was also connected to a planar plate. The sensitive layer was cellulose acetate
butyrate. The sensor presented a high sensitivity to RH (about 5 pF/%RH at 1 MHz for a capacitance at
normal conditions in the range of hundreds of pF). Also, Molina-Lopez et al. used the same sensitive
layer but using inkjet printing for its deposition [29].
4.2. Gas and Vapour Sensing
There are a few examples of printed capacitive gas sensors. One of them was described by
Bahoumina et al. [127]. They inkjet printed a capacitive microwave sensor on paper with a carbon
composite polymer as sensitive material. The sensor was characterized against ethanol vapor, showing
a sensitivity of about −2.5 kHz/ppm from 0 to 2000 ppm.
A similar approach was described in [128]. A capacitive microwave sensor made by inkjet
printing, where the conductive patterns were defined with silver nanoparticles and the sensitive
layer was a mixture of poly(3,4-ethylenedioxythiophene) polystyrene sulfonate (PEDOT:PSS) and
multiwalled CNTs (MWCNTs). They studied the influence of the number of printed layer of the
sensitive material in the sensor sensitivity, which is directly related to the thickness of the defined
layer. In particular, they found a sensitivity to ethanol of 0.9 kHz/ppm and 1.3 kHz/ppm for 5 and
50 sensitive layers, respectively.
Another example of printed capacitive sensor for gas detection is described in the work of
Kukkola et al. [129]. In particular, they combined inkjet printing and gravure printing for the development
of three different gas sensors for NO and H2 detection. They were able to detect concentrations below
10 ppm and 100 ppm, respectively. The devices were manufactured on a plastic foil substrate.
5. Conclusions and Future Perspectives
We have analysed in this paper the different fabrication technologies available for manufacturing
printed capacitive sensors, from contact (i.e., flexography and gravure printing) to non-contact
techniques (i.e., inkjet printing and aerosol jet printing), highlighting their main characteristics.
We have seen the utilization of such techniques for the development of many different types of sensor,
differing in terms of their detection of physical and chemical magnitudes. We have seen through this
paper that most of these sensors are produced on flexible and thin-film substrates, which is an extra
feature offered by printed electronics, difficult to achieve with conventional fabrication techniques.
Also, it is worth mentioning the employment of novel materials, such as graphene derivates, carbon
nanotubes, and metallic nanowires, which provide outstanding properties in terms of biodegradability,
stretchability, or biocompatibility.
In general terms, the mostly utilized techniques are screen printing and inkjet printing. The former
is widely used because of the ease of manufacturing while the later provides patterns with high
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resolution and wastes less materials, resulting very attractive for prototyping purposes. However,
other techniques are becoming also very popular. In particular, laser writing is being used for inducing
graphene derivates and spray deposition to define thin sensing layers. It is worth mentioning that,
in recent years, the combination of printing techniques to optimize the size and performance of
capacitive structures has become popular.
The most advanced printed capacitive sensors include pressure and force sensors, temperature
sensors and relative humidity detectors. There are also examples of printed accelerometers and
gas sensors, but they are more limited than the other examples because of the difficulty of defining
suspended structures by printed techniques (for accelerometers) and the need of investigating the
selectivity of dielectrics for gas detection and the need of investigating the selectivity of dielectrics for
gas detection.
In conclusion, many efforts have been made to develop fully printed sensor solutions, and
many research groups are dedicated to this research topic worldwide. This large amount of work is
motivated by the promise of achieving complete systems that can be printed on mechanically flexible
substrates, with many desirable properties such as low cost, environmental sustainability, wide variety
of substrates, print on demand, and scalable technologies. Such systems are increasingly recognized as
a key element in the Internet of Things (IoT), as part of the “Fourth Industrial Revolution”.
However, a number of issues related to very high-volume production still need to be overcome.
Firstly, the manufacturing technique has to be improved in order to be applied efficiently in the
production of large-area, high-volume systems. For this mass production, some issues that are usually
well-controlled in the production of small prototypes in the laboratory have to be extended to the
industrial environment. The main current limitations of printed electronics to develop capacitive
sensors are the roughness of the printed layers when stacking is needed together with the thickness
and resolution of the patterns to increase the performance of the capacitive device. Other examples
of such issues are device testing and calibration, resolution, accuracy of overlapping layers when
printing on top of each other, uniformity and variations, and throughput. Secondly, sensors must be
integrated with electronic printed circuits for information processing and communication. Sensor
technology must be accompanied by the development of suitable printed transistors, which pose
additional challenges in terms of both materials and design, such as increased mobility of the charge
carriers, complementary devices, solution processability, environmental stability and low operating
voltage. For systems requiring intensive data processing, compatibility with silicon devices that can
be encapsulated on flexible substrates is also an interesting issue. Circuit design methodologies for
silicon, based on relatively low variability, may not be directly applicable and would require co-design
and cooperation between the different components. Finally, three-dimensional structures can also be
envisaged. Sensors of different types, or other devices such as antennas, may be stacked, and printed
electronics can offer this possibility, both by stacking 2D layers and by integration with 3D printing.
Although 3D printing seems not to have taken off as expected, much progress can be made in this
direction with the addition of new materials.
In short, as has happened with other emerging technologies in the past, we can foresee the
emergence of intelligent, large-area printed systems, which could even open up new applications in
the near future.
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